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Ш SPECIFICATIONS 


1. Main Specifications 


_ Features 


* Compact low-cost sampling module. (Same size as VHS cassette) 
* Special playback features unprecedented for this price range: REVERSE, SCALE, 


PITCH, others. 


* Touch-driven ribbon controller controls any one of various effects; excellent for 
realtime performance applications. 
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5. Connectors 


MIDLIN 
MIDI OUT 
HEADPHONES (stereo mini jack) 


LINE OUT L/R (stereo mini jack) 


* Custom LCD indicates full status information (sampling grade, current song, DC IN 
selected input source, and much more). I 


Maximum polyphony 


Maximum number of samples 48 


Play modes 
Special effects 
Songs 


Interfaces 


Demo songs 


2. Memory capacity 


Wave (sample) memory 


Song memory 


3. Display 
LCD 


4. Panel 


12 pads 
Ribbon controller 


4 samples (monaural) 


Sampler, Realtime Scratch, 
Realtime Filter 


Low-pass, band-pass, and high-pass filters (all 
with resonance); crossfade; pitch 


Records up to 4 songs. (Each song is a recorded 
sequence of pad and button operations.) LINE 


MIDI IN, MIDI OUT: Connects to MIDI se- MIC 
quencer, MIDI keyboard, etc. 


Can dump individual sample(s) in MSDS (MIDI 
Sample Dump Standard) format to supporting 
RAM-equipped devices (synthesizer, sampler, 
computer, etc.) 


LINE IN accepts input from CD player or other 
audio device. 


MIC INPUT accepts input from dynamic micro- 
phone or powered condenser microphone. 


1 demo song is included. 


384KB (Can record up to about 53 seconds of 
monaural sound at Extra Long sampling grade.) 


8KB (Approx. 1000 events) 


8. Power 


LINE IN L/R (stereo mini jack) 
MIC IN L/R (stereo mini jack) 


6. Output level (Full-scale level) 


LINE OUT 
PHONES 


+3.8dbm (typ) (10kQ) 
-4.0dbm (typ) (33Q) 


7. Input level 


+15.0dbm (typ) 
-31.8dbm (typ) 


AC adaptor (PA-1B or PA-3B) 
Batteries (six 1.5V AA, R6P or SUM-3) 


9. Dimensions (W x D x H) 
168 x 104 x 32.2 (mm) [6.61 x 4.09 x 1.27 (inches)] 


10. Weight 
0.4kg (0.88Ib.) 


11. Included accessories 


Owner's manual (this manual) 
Two sample CDs 


Custom LCD 


(Demo music features samples from Time--Space sample CDs. 
See the enclosed Yamaha Soundshow CD for more information.) 


(HOLD), (REV), (SHIFT), (EXIT), (SCRATCH), (BANK) (ENTER), (*1), CD, (<), ©), (REC), 


Volume slider (for output volume) 


. Power switch 


B 総合 仕様 


1. ШЕ 

2. メモ リー 
3 . ディ スプ レイ 
4 . 操作 子 


最大 発音 サン プル 数 4 サン プル 5 . 接続 端子 
最大 録音 可能 サン プル 数 48% 
サウ ンド モー ド Sampler, Realtime Scratch, Realtime Filter 
特殊 効果 Low Pass Filter, Band Pass Filter, High Pass 
Filter (全て レゾ ナン ス 付 き ), Cross Fader, 
Pitch 
ソン グ PAD 操 作 の 録音 再生 4 ソン グ ま で 記録 可能 


イン ター フェ ー ス 機能 MIDI シ ー ケ ン サ ー 、MIDI キ ー ポ ー ド に 接続 可能 


MIDI IN 

MIDI OUT 

PHONE(stereo mini jack) 

LINE OUT L/R(stereo mini jack) 
LINE IN L/R (stereo mini jack) 
MIC IN L/R (stereo mini jack) 
DC IN 


MIDI Sample Dump Standard に より 録音 デー 6 . 出 力 (ブフ ルス ケー ルレ ベル ) 


タ を WAVE RAM を 装備 する シン セ に 送信 可能 
Line In に て CD 等 と 接続 可能 

Mic In に て 通常 の ダイ ナミ ッ ク マ イク 、 及 び 電 
逝 付き の コン デン サー マイ ク に 対応 


デモ ソン グ 1 ソン グ 
サン プル メモ リー 384KB 7. 入力 
(Sampling Grade Extra Long/Mono で 約 53 秒 ) 

ソン グ メ モリ ー 8KB ( 約 1000 event 

ン ( 約 vents) 8. 電源 
LCD カス タム LCD 

9 . 外形 寸法 

[PAD] 1218 
(RIBBON CONTROLLER] 1 0 .重量 
(HOLD) ( REV ] (SHIFT) (EXIT) (SCRATCH) (BANK) (ENTER) (+1) (ст) 1 1 . 付 属 品 
[a P) LEAD ) i 
OUTPUT VOLUME つ まみ 
POWER ス イッ チ 


LINE OUT +3.8dbmtyp) (10kQ) 
PHONES -4.0dbm(typ) (330) 
LINE +15.0dbmtyp) 
MIC -31.8dbm(typ) 


AC ア ダ プ ター( 別 売 :PA- 1B また は PA-3B) 


168(W)x 104(0) х32.3(НХтт) 
0.4Kg 


取扱 説明 書 セ ッ ト ( 本 和書 ) 
サン プリ ング 用 CD 2 枚 
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Ш PANEL LAYOUT (パネ ルレ イア ウト ) 


е Top Panel ( (トッ プ パ ネル) 


YAMAHA 


ШШ 1 


SAMPLING UNIT SAMEG REC ТОР ВМО STOP PLAY FWD 


HOLD X EXIT 


① LCD (Liquid Crystal Display) (D LCD R&T 4 ATL) 
(2 Ribbon Controller (2 リボ ンコ ント ロー ラー 
G) Pads | @ パッ ド | 
(4) (ВЕС) @ (REC) (レコード) キー 
(5) (ТОР | (Б) (Тор)/ KR (トッ プ ) キー 
(6) LBWD | © (BWD)/ <q (バッ クワ ー ド ) キー 
(7) (STOP) | @ (STOP) ZX O (х by 7) キー 
| (PLAY) / > (ZU 4) キー 
(9) (ЕМО | 2 (9 (FWD) pe (フォ ワー ド ) キー 
| (0 (HOLD) (ホー ルド ) キー 
⑪ (Reverse switch)  - ⑪ (リバ ー ス ) キー 
12 12 (SHIFT) (シフ ト ) キー 
(9 (EXIT) (3 (EXIT) (エグ ジッ ト ) キー 
(2 (SCRATCH) (スタ ク ラッチ) キー 
(5 (BANK) (5 (BANK) (バン ク ) キー 
00 (ENTER) (エン ター) キー 
D (=) 7 (+1) 42 (—1) (9) キー 
@8 (3)/ (b) 2) (2) (カー ソル ) キー 
e Right Side (サイ ド パ バネ ル ) 
Í | (D VOLUME slider ` ( VOLUME (ボリ ュー ム ) ス ライ ダー 
EM @ Headphone jack @ PHONES (^ z F7 x >) 3m T- 


/ ™ 


e Rear Panel (リア パネ ル ) 


POWER 
ON OFF 


© oa 
ee 


① LINE OUTPUT miniphone jack © UNE OUTPUT (ライ ン ア ウト ) 端 子 

② LINE INPUT miniphone jack ©) LINE INPUT (ライ ン イ ン ) 端 子 

© MIDI IN/OUT ③ MIDI IN / MIDI OUT ( š Z4 17/77 F)š8—+ 
(4) MIC INPUT miniphone jack (2. MIC INPUT (マイ クイ ン ) 端 子 

@ DC IN power Input © DC IN (Z + — >— í >) 7 

(6) POWER switch (б POWER (パワ ー) ス イッ チ 


e Screen Display (LCD 表 示 ) 


4 ) ми 2 
mmm S Б 
Y 5 


ЭЙС LINEI R 


5010 


(D Current sampling grade (2 Currently selected bank of pads 
(2 Current operating mode Selected effect or special play function (if any) 
(3 Loop mode of currently selected pad @ Currently selected song, and song REPEAT arrow. 
(4) Indicates whether the selected sample Message/parameter display area. 

is STEREO or MONO. ⑪ Indicators | 
@ Currently selected input source (2 Meter display 
(8) 


Ribbon value (during playback or editing), 
or input level (during recording setup) 
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Ш CIRCUIT BOARD LAYOUT (ユニ ッ ト レ イア ウト ) 


Top cover (トッ プ カ バ ー) | | Bottom cover (ボトム カバ ー) 


DIMP2/2 


О 


Shield sheet 
(シー ルド シー ト ) 


Top cover (トッ プ カ バ ー) 


DIMP2/2 
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Ш BLOCK DIAGRAM (ブロ ッ ク ダ イア グラ ム ) 


SONG 
|». xeWns) 
| | 


ーー 


ny Ч 
Ф 
A | | e 
al : 
miu 
tNO SNO 
Nos 
Ф 
Ф 
Ф 


eee o E m n NO ーー ニー ニー ニー 一 


d 


SU10 


ll DISASSEMBLY PROCEDURE (分 解 手順 ) 


1  TopCover | 1 トッ プ カ バ ー 
1-1 Remove the battery cover. | 11 バッ テリ ー カ バー を 外し ます 。 
1-2 Remove the six (6) screws marked as [40], then 12 [400 の ネジ 6 本 を 外し 、 ボ トム カバ ー を 外し ま 
the battery cover can be removed. (Fig. 1) す 。 ( 図 1) 
Bottom cover (ボトム カバ ー) [40] 


ҮГҮТҮ SEE 
[ae | 

0 ; CORPORATION MADE IN JAPAN 
A Ke 3 は 3 


Battery cover (バッ テリ ー カ バー) 


(Fig. 1) [40]: Bind Head Tapping Screw-P 2.6X8 MFZN2BL (EP620120) エバ イン ド P タ イト 

DMP1/2 and DMP2/2 Circuit Boards 2  DMP172 シー ト と DMP2/2 シー ト 

2-1 Remove the bottom cover. (See procedure 1.) 2-1 トッ プ カ バ ー を 外し ます 。 (1 項 参照 ) 

2-2 Remove the two (2) screws marked as [140A], 22 [140A] の ネジ 2 本 を 外 し 、DMP1/2 シー ト を 外 
then the DM1/2 circuit board сап be removed. LET, ( 図 2) | 
(Fig. 2) | 2-3 [140B] の ネジ 2 本 を 外し ます 。 ( 2) 

2-3 Remove the two (2) screws marked as [140B]. 24 コネ クタ ー を 外し 、[I140C] の ネジ 9 本 を 外し 
(Fig. 3) て DMP2/2 シー ト を 外し ます 。 ( 図 3) 


| DMP2/2 circuit board can be removed. (Fig. 3) 
Ж You should retighten the screws marked as 
[140C] in order as shown in the figure. 


2-4 Remove the nine (9) screws marked as [140C], ж [140C] の ネジ は 、 図 中 に 示し た 順 で 締め て 下さ い 。 


Top cover 
(トッ プ カ バ ー) 


[1408] 


(Fig. 2) [140]: Bind Head Tapping Screw-P 2.6X6 MFZN2Y (EP620170) + バイ ンド P タ イト 


Shield sheet 
(シー ルド シー ト ) 


—' 
9d O 


{oe PESE 


(Fig. 3) 


3 LCD | 

3-] Remove the top cover. (See procedure 1.) 

3-2 Remove the DMP1/2 and DMP27 circuit board. 
(See procedure 2.) 

3-3 Remove the rubber connectors and then remove 
the LCD. 

X When you reinstall the LCD, place it to the right 
side rib of the top cover. 


Projection 
(RE) 
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[140]: Bind Head Tapping Screw-P 2.6Х6 МҒ2М2Ү (EP620170) バイ ンド P タ イト 


LCD 

トッ プ カ バ ー を 外し ます 。 (1 项 参照 ) 

DMP1/2 シー ト と DMP2/2 シー ト を 外し ます 。 
(2 項 参照 ) 


ゴム コネ クタ ー を 取り 外し 、LCD を 取り 外し 


ます 。 | ` 
LCD を 取り 付け る 際 は 、LCD を 右側 の リブ に 当て 
つけ て セッ ト し て 下さ い 。 


Top cover 
(トッ プ カ バ ー) 


Rubber connector 
(ゴム コネ クタ ) © 


Right side rib 
(右側 リブ ) 


LCD 


SU10 


ШІСІ PIN DESCRIPTION (LSI 凋 


e HD6413002FP16 (XQ375A00) CPU <H8/3002> 


ne] rem Г we Dep ne _ 


о O — O; G +. G) N — 


ОООО ОООООООО 


о 


Address bus 


Power supply 


Reset 

Ground 

Transmit data (MIDI OUT) | 
Port 9 

Receive data (MIDI iN) 
Receive data (Keyboard) 
Port 9 

Sync. signal 


Port 4 


(Ground) 


Data bus 


Power supply 


Address bus 


(Ground) 


i J Hehe Ze) 


Address bus 


Ground 
Bus cycle wait 
Port 6 


Not connected 
Stand-by mode signal 
Reset 

Non-maskable interrupt 
Ground 

Clock 


Power supply 
Address strobe 
Read strobe 

Write strobe (High) 
Write strobe (Low) 


Mode select 


Analog power supply 
Reference voltage 


. Analog data input (Power) 


Analog data input (SUSTAIN) 


Port 7 


Analog ground 
Port 8 


Chip select 


Ground 


Port А 


Address bus 


VDD 
GNDD 
DATAS 
DATA2 
DATA1 
DATAO 
VDD 
^ GNDD 
ADR1 
ADRO 
/CDAK 
` | CDRQ 
/PDAK 
PDQR 
VDD 
GNDD 


( | ХТАГ1! 


ATAL1O 
VDD 
GNDD 
XTAL2I 
XTAL2O 


IPWRDWN 


VDD 

GVDD 

RFILT 

RLINE 

RMIC 

| LMIC 
( LLINE 
| LFILT 
VREF 

VREFF 

GNDA 


"s 


FUNCTION 


Digital power supply 
Digital ground 


Data bus 


Digital power supply 
Digital ground 
Address bus 


Capture data acknowledge 
Capture data request 
Playback data acknowledge 
Playback data request 
Digital power supply 

Digital ground 

Crystal #1 input 

Crystal #1 output 

Digital power supply 

Digital ground 

Crystal #2 input 

Crystal #2 output 

Power down input 

Digital power supply 

Digital ground 

Right channel antialias filter input 
Right line input 

Right mic. input 

Left mic. input 

Left line input 

Left channel antialias filter input 
Voltage reference 

Voltage reference internal 
Analog ground 
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FUNCTION 
Analog power supply 


Analog ground 
Left auxiliary #1 input 


Left line level output 
Right line level output 
Right auxiliary #1 input 


Digital ground 
Digital power supply 
Mono. input 

Mono. output 

No connect 

Serial data input 
Frame sync. signal 
Serial clock 

Serial data output 
Digital ground 
Digital power supply 
Test pin | 
External control #0 
Host interrupt request 
External control #1 
Chip select 

Read strobe 

Write strobe 

Data bus direction 
Data bus enable 
Digital ground 


Data bus 


10 
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Ш IC BLOCK DIAGRAM (C ブ ロッ ク 図 


e SN74HC14NSR (XC725A00) © TC74VHC32F-TEL (XR337A00) е NJM4556AMT1 (XO138A00) 
Hex Inverter Quad 2 Input OR LPC4570G2 (XF291A00) 
| | LPC4570G2-T1 (XF634A00) 
Dual Operational Amplifier 


+DC Voltage 


Output A (1) (8) Supply 


Inverting (2) /\ 
Input А Ge 
Non-Inverting (3) А. Inverting' 
Input A e > Input B 
O Non-Inverting 
Input B 


—DC Voltage Supply (4) 


e TC7WO4F (XQ985A00) e [C7S08F IM616A00) e TC7W14F (XR336A00) 
Triple Inverter ` 2 Input AND Gate Triple Inverter 


e TC9246F-TEL (XR339A00) 
Phase Locked Loop 


11 
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Ш CIRCUIT BOARDS (ンー トラ 基板 図 ) 


e DMP1/2 Circuit Board | 
| 
| 
| 


OUT IN 


MIDI 
МІС INPUT DCIN POWER 


※You must install capacitors C6 and C9 in the opposite direction to the printed mark. 


ы E 
(C6 と C7 は 、 印 刷 表示 と 逆 の 特性 で 取付 け ます ) Components side (部 品 側 ) 


Pattern side (パタ ー ン 側 ) 


12 
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Notes) 


Circuit Board: DMP1/2 (NX816850) XR108B0 

Circuit Board: DMP2/2 (NX816860) XR108B0 

IC 

IC 2,14: TC74VHC32F-TEL (XR337A00) OR 

IC 3: PST572CMT-R (XL122A00) RESET 

IC 4 LC321664AM-80-TRM (XQ032A00) 
DRAM 1M . | 

IC 5 CS4231A-KL (XR338A00) 
|MEDIA AUDIO CODEC 

IC 6 241V030 (XR341A00) ROM 

ІС 7: HD6413002FP16 (XQ375A00) CPU 

ІС 8: UPC4572G2-T1 (XF634A00) ОР АМР 

IC 9: UPC4570G2 (XF291A00) OP AMP 

ІС 10: PQ1CZ1T  (XR404A00)  DC/DC 
CONVERTER 

ІС 11: SN74HC14NSR (ХС725А00) 
INVERTER 

ІС 12: TC9246F-TEL (XR339A00) PLL 

IC 13: TC7W04F (XQ985A00) INVERTER 

IC 15: TC7S08F (XM616A00) AND 

ІС 16: LC7985ND (XN859A00) 
LCD CONTROLLER 

IC 17: NJM4556AMT1 (XQ138A00) ОР АМР 

IC 18: TC7W14F (XR336A00) INVETER 

Transistor 

TR 1: 2SB1416(TA) Q,R (VH481100) _ 

TR 2,5,6: 2SC3326 A,B TE85R (VD303700) 

TR 3: 2SA1162 O,Y (VJ927200) 

Diode (chip) 

D 1-3: D1F60 (VS201100) 

D 4,5,9,10,12: RLS-73 (VB797600) 

D 11: . ^ МА737 (VQ282500) 

Diode Array (chip) | 

DA 1-15: DAN202K 0.3A X2 (VT899400) 

DA 16-20: DAN217 0.3A X2 (VN956800) 

Zener Diode 

ZD 1: RLZJ 10B 10.0V (VJ150900) 

Photo Coupler 

IC 1: PC-900V (VG181900) 


Monolithic Ceramic Cap. (chip) 
C 1,25,73,75,81, 

82: F 0.010 50V Z (UB044100) 
C 2,4,8,12,15,16, 

19-21,24,27-30, 


32,33,36-40,42, 

63-65,67,83,86, 

89,90,93,96- 

100: F 0.100 25V Z (UB245100) 
C 5,7,34,35: B 1000P 50V K (UB013100) 
C 10,11: SL 56Р 50V J (0В051560) 
C13,14,66,78: F 0.330 16V Z (UB44533) 
C 17,18,22: SL 15Р 50V J (0В051150) 
C 23: В 3300P 50V K (0В013330) 
C 26: F 0.470 16V Z (UB445470) 
C 44: F 1.0 16V Z (VQ686200) 
C 45,46: SL 470P 50V J (UB052470) 
C 69,77: SL 560P 50V J (UB052560) 
C 71,80: В 330P 50V K (0В012330) 


C 76,79,91 ‚92,95: SL 100P 50V J (UB052100) 
Electrolytic Cap. 
C3,56,57,72,74: 100.00 16.0V (01538100) 


C 6,9: 1.00 50.0V (01566100) 
C 49,59: 4.70 50.0V (01566470) 
C 50,51,58,60-62, 

87,88,94: 10.00 16.0V (UI537100) 
C 52,53: 330.00 25.0V (VL452700) 
C 54: 470.00 16.0V (VU097200) 
C55,68,70: 47.00 16.0V (01537470) 
С 84,85: 3.30 50.0V (01566330) 


10. 


11. 


12. 


13. 


14. 


15. 


16. 


17. 


18. 


19. 


20. 


21. 


Carbon Resistor (chip) | 
L 7,8: 0.0 0.1 J (RD250000) 
R 1-3,54: 220.0 0.1 J (RD255220) 
R5: 270.0 0.1 J (RD255270) 
R 6,8,10,19,23,24, 
41,49,71,76,82,87- | 
90,93-95,101: 10.0K 0.1 J (RD257100) 


R 9.: 47.0 0.1 J (RD254470) 

R 11,16,17,66-70, | 
75,79-81: 1.0K 0.1 J (RD256100) 

R 12: 4.7K 0.1 J (RD256470) 

R 18,45: 68.0 0.1 J (RD254680) | 

R 21,22: 33.0K 0.1 J (RD257330) 

R 25.26.32.47: 47.0K 0.1 J (RD257470) 

В 27,30: 1.8K 0.1 J (RD256180) 

R 33-35,40,91,92: 100.0 0.1 J (RD255100) 

R 39: 1.5K 0.1 J (RD256150) 

R 42: 220.0K 0.1 J (RD258220) 

R 43: 3.3K 0.1 J (RD256330) 

R 44,72: 330.0 0.1 J (RD255330) 

R 46,48: 150.0 0.1 J (RD255150) 

R 50,53,99: 100.0K 0.1 J (RD258100) 


R57,60,73,83: | 15.0K 0.1 J (RD257150) 

К 58,59: ` 8.2K 0.1 J (RD256820) 

R61: ` 470.0 1/4 J (RD155470) 

R 62: 100.0 1/4 J (RD155100) 

R 63,74,84,85: 5.6K 0.1 J (RD256560) 

R 64,86: 27.0K 0.1 J (RD257270) 

R 65: 91.0K 0.1 J (RD257910) 

R 77,78: 47.0 1/4 J (RD154470) 

Metal Film Resistor 

R 55: _ 3.0K 1/10 D (VI196000) 

R56: .. 1.0K 1/10 D (VI194900) 

Metal Oxide Film Resistor 

R 97: 0.68 1W J (VC739700) 

Resistor Array 

RA 1,2,6,18: EXB-V8V103JV (VMS06100) 10Кх4 

RA 3-5,8-11: EXB-V8V680JV (VM506400) 68x4 

RA 7: EXB-V8V473JV (VM811600) 47Kx4 

Slide Variable Resistor 

VR 1: C10Kx2  RS15H12AD (VP276500) 
VOLUME 

Chip Inductance 

L 2-6,9-17,19: 56U LEM2520 T 560J (VR243700) 

L 7,8: 00 01 J (RD250000) Carbon 
Resistor (chip) | 

L 18: ELC10E391 390u (VUO96400) 

LC Filter 

EMI 1-3,5: DSS306-93F22321 (VD542700) 

L 1: | SH-302 (VR772400) 

Quartz Crystal Unit | 

X 01: 16M AT49 (VIS73400) 

Slide Switch 

PSW 1: SSSF12302A (VN990400) POWER 
Switch 

Phone Jack | 

JK 5: HSJ0942-01-1110 (У0033500) 
PHONES 

JK 6-8: . YKB21-5130 MINI (VI435500) LINE 

| IN,OUT,MIC 
DC-IN Connector | | 
JK 1: 16V DC 3A HEC2305 (VJ207400) 
| DC IN 

DIN Connector 

JK 2,3: БР ТС55076- (У5739900) 
MIDI IN,OUT 

Jumper Header 

J 1: not installed 


3NA1-VU02500-23 /A 


ТА 


22. Wire Trap 
CN 1: 


CN 2: 
CN 3: 


23. Connector, FFC 
CN 7: 


52147-15Р TE (VF667600) 
to DMP1/2-CN4 
52147- ЭР TE (VK025300) 
to DMP1/2-CN5 
52147-12Р TE (VK025600) 
to DMP1/2-CN6 


FM- 5P SE (VU03360) to Touch 


Sensor 


24. Connector Assembly 


CN 4: 
CN 5: 
CN 6: 
Th: 
7n: 


LCD 15P (VT76340) to DMP2/2-CN1 
ANG 9P (VT76330) to DMP2/2-CN2 
SW 12P (УТ76310) to DMP2/2-CN3 
BATTERY (*) RE (VS55030) 
BATTERY (-) BL (VS55040) 


3NA1-VU02500-3/3 /А 


SU10 
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PHONES 


VOLUME 


e DMP2/2 Circuit Board 


INPUT 


LINE 
OUTPUT. 


SU10 


Pattern side (パタ ー ン 側 ) 
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5010 


1.Battery | 
| 2.MICINPUTL | 
|3.MICINPUTR | 
|4.LINEINPUTL | 
15.LINEINPUTR | 
6. 1 kHz LINE OUTPUT L 
| 7. 1 kHz LINE OUTPUTR | 
Гв LCD | 
| 9. Panelswitch — | 
|11. Touch volume — | 


TEST PROGRAM 


A PREPARATIONS 

The measurment instruments and pgs listed below are 
used during the tests. 

Measurment instruments: a frequency counter, an 
oscilloscope, a level meter, a distortion meter, a 
keyboard amplifier/speaker system, a AC voltmeter, 
etc.. 

Jig: MIDI cable 


B HOW TO ENTER THE TEST PROGRAM 
While pressing the [HOLD] and |?” | keys, turn on the 
POWER switch. 

After the version number is indicated for several 
seconds, the test mode entry display will be indicated. 
Press the [+1] key to select the test mode, and press the 
[ENTER], and then the test will appear. 

The "MNUAL" message is indicated on the bottom 
step of LCD, the "MODE" on the upper step of LCD. 
Use the [+1] key to move through the test mode of 
"MNUAL", "MIDI" and "EXIT". 

"MNUAL" means that the test will be initiated on the 
MANUAL mode. When "EXIT" is selected, the system 
will quit the test and enter the normal mode. 

The MIDI test mode is utilized by the factory and it is 
not intended for field service use. 

The MANUAL mode is the preferred method of 


running the test program because it allows you to select 


or jump to any test and execute it. 
Press the [ENTER] key to start the test by the manual 
mode while "MNUAL" message is indicated. 


C PROCEEDING THROUGH THE TESTS 
Use the [» ] or [“] to move through the various tests 
of the test program and then press the [ENTER] to start 
the test. 

If an NG (No Good) error is detected in each test, then 
the LCD indicates the error message and then the test 
will stop. 


ATTENTION: BE SURE TO CARRY OUT THE 


FACTORY SETTINGS BY TURNING ON THE 
POWER SWITCH WHILE PRESSING THE [REV] 
AND [+1] KEYS AFTER ALL THE TESTS ARE 
FINISHED. 


D TEST PROGRAM | 
1. Batte 
ch measuring 


ch measuring 


7. 1 kHz LINE OUTPUT R 


ON/OF 


Connect the MIDI IN terminal to the 
MIDI OUT 
Rub the touch volume control. 


12. Flash Memory Check | Checksum calculation | 


13. EXIT KWI$IWIRITGCGIIII0ZSGHEdHGIGƏƏIƏHF€HdEG=dG I  gƏ 


1 Battery 


This test checks that the voltage of the battery is within 
the rated value. 

When the test is NG, the LCD will indicate the A/D 
value. . 


Test End 

When the test is OK, the test will automatically 
proceed to the next test. 

When an error occurs, press the [ENTER] to proceed 
the program to the next test. If you press [EXIT], the 
SU10 will wait for the entry of a test number. 


2 MIC INPUT (L) 


Apply a sine wave of 1 kHz, -55.0 dBm to the MIC 
INPUT (L). 

Insert the appropriate phone plugs into the LINE 
OUTPUT L and R and check each output. If necessary, 
verify the frequency, output wave form, output level, 
and THD of each output using a frequency counter, 
oscilloscope, AC voltmeter (with 12.47 kHz filter) and 
distortion meter. The volume control must be set at 
maximum for these checks. The MIC INPUT (R) must 
be connected to the ground. 


Items to Check 

Listed below are the specifications and conditions of 

each output during this test. 

LINE OUTPUT (L): sine wave of -0.8 £2 dBm (10 k 
ohm load), distortion 0.7 % or 
less 

LINE OUTPUT (R): less than -40 dBm (10 kohm 
load) 


Test End 

When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. 

If you press the [EXIT], the test will end and the SU10 
will wait for the entry of a test number. 
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3 MICINPUT (R) 


Apply a sine wave of 1 kHz, -55.0 dBm to the MIC 
INPUT (R). 

Insert the appropriate phone plugs into the LINE 
OUTPUT L and R and check each output. If necessary, 
verify the frequency, output wave form, output level, 
and THD of each output using a frequency counter, 
oscilloscope, AC voltmeter (with 12.47 kHz filter) and 
distortion meter. The volume control must be set at 
maximum for these checks. The MIC INPUT (L) must 
be connected to the ground. 


Items to Check 

Listed below are the specifications and conditions of 

each output during this test. 

LINE OUTPUT (L): less than -40 dBm (10 kohm 
load) | 

LINE OUTPUT (R): sine wave of -0.8 +2 dBm (10 k 

ohm load), distortion 0.7 % or 

less | | 


Test End 

When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. | 

If you press the [EXIT], the test will end and the SU10 
will wait for the entry of a test number. 


4 LINE INPUT (L) 


Apply a sine wave of 1 kHz, -1.0 dBm to the LINE 
INPUT (1). 

Insert the appropriate phone plugs into the LINE 
OUTPUT L and R and check each output. If necessary, 
verify the frequency, output wave form, output level, 
and THD of each output using a frequency counter, 
oscilloscope, AC voltmeter (with 12.47 kHz filter) and 
distortion meter. The volume control must be set at 
maximum for these checks. The LINE INPUT (R) 
must be connected to the ground. 


Items to Check 

Listed below are the specifications and conditions of 

each output during this test. 

LINE OUTPUT (L): sine wave of -0.2 +2 dBm (10 
k ohm load), distortion 0.1 % or 
less 

LINE OUTPUT (R): less than -65 dBm (10 kohm 
load) 


Test End | 
When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. | 


If you press the [EXIT], the test will end and the SU10 - 


will wait for the entry of a test number. 


5 LINE INPUT (R) 


Apply a sine wave of 1 kHz, -1.0 dBm to the LINE 
INPUT (R). 

Insert the appropriate phone plugs into the LINE 
OUTPUT L and R and check each output. If necessary, 
verify the frequency, output wave form, output level, 
and THD of each output using a frequency counter, 
oscilloscope, AC voltmeter (with 12.47 kHz filter) and 
distortion meter. The volume control must be set at 
maximum for these checks. The LINE INPUT (L) 
must be connected to the ground. 


Items to Check 

Listed below are the specifications and conditions of 

each output during this test. 

LINE OUTPUT (L): less than -65 dBm (10 kohm 
load) 

LINE OUTPUT (R): sine wave of +0.2 £2 dBm (10 
k ohm load), distortion 0.1 % or 
less 


Test End 

When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. 

If you press the [EXIT], the test will end and the SU10 
will wait for the entry of a test number. | 


6 LINE OUTPUT (L) 


Check that the correct signal is output from LINE 
OUTPUT (L/R) and PHONES(L/R) Jacks. | 

Insert the appropriate phone plugs into the LINE 
OUTPUT L/R and PHONES(L/R) and check each 
output. If necessary, verify the frequency, output wave 
form, output level, and THD of each output using a 
frequency counter, oscilloscope, AC voltmeter (with 
12.47 kHz filter) and distortion meter. The volume 
control must berset at maximum for these checks. 


f OU 


ЕБ 


Items to Check 

Listed below are the specifications and алайы: of 

each output during this test. 

LINE OUTPUT (L): sine wave of 1 kHz +0.5 Hz, 
+3.8 +2 dBm (10 k ohm load), 
distortion 0.07 % or less 

LINE OUTPUT (R): less than -70 dBm (10 kohm 


| load) 

PHONES (L): sine wave of 1 kHz +0.5 Hz, 
-38 £2 dBm (33 ohm load), 
distortion 0.07 % or less 

PHONES (R): less than -73 dBm (33 ohm load) 


Test End 

When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. 

If you press the [EXIT], the test will end and the SU10 
will wait for the entry of a test number. 


7 LINE OUTPUT (R) 


Check that the correct signal is output from LINE 
OUTPUT (L/R) and PHONES(L/R) jacks. 

Insert the appropriate phone plugs into the LINE 
OUTPUT L/R and PHONES(L/R) and check each 
output. If necessary, verify the frequency, output wave 
form, output level, and THD of each output using a 
frequency counter, oscilloscope, AC voltmeter (with 
12.47 kHz filter) and distortion meter. The volume 


‘control must be set at maximum for these checks. 


Items to Check 

Listed below are the specifications and озове Of 

each output during this test. 

LINE OUTPUT (L): less than -70 dBm (10 kohm 
load) 

LINE OUTPUT (R): sine wave of 1 kHz +0.5 Hz, 
+3.8 —2 dBm (10 k ohm load), 
distortion 0.07 % or less 


PHONES (R): less than -73 dBm (33 ohm load) 
PHONES (L): sine wave of ] kHz +0.5 Hz, 
| -3.8 土 2 dBm (33 ohm load), 
distortion 0.07 % or less 
Test End 


When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. 

If you press the [EXIT], the test will end and the SU10 
will. wait for the entry of a test number. 


SU10 


8 LCD 


8 LCD 


Check that each segment of the LCD changes to 
black/white(ON/OFF) one after another and then all 
the segments are turned on at the same time in the end. 


Test End 

When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. 

If you press the [EXIT], the test will end and the SU10 
will wait for the entry of a test number. 


Others 


. The LCD test can bš performed again when the 
[PLAY] key is pressed though the test stops after all 


segments of the LCD are turned on. 

The LCD will turn on in the order as shown below. 
From the upper left, order of [HI] ^ [STD] ^ [LONG] 
 [EXLG] = [PLAY] = [WAVE] = [UTIL]. 

Then, goes to the second step, and moves in the turn of 
[4] ^ [一 ] ^ [P] ^ [MONO] from the left to the 
bottom. 

The level indications of the block 6 turn on only the 
nght most. The "X" will appear only in the upper step 
of block 10 from the left. It is omitted 1n the bottom 
step. 

In the block 11, the LCD will turn on in the order of 
[MIDI] — (TEMPO ] — [TIME] [REC]. 

Only the part of Segment-A turns on at the same time 
by the part 7-segment indication. 


9 PANEL SWITCH 


Press the panel switches consecutively from the [REC] 
switch to switch [ |, according to the order indicated 
by the LCD. 

If the switch is OK, a beep will sound and you should . 
proceed to test the next switch. The display will 
indicate the swith name to be pressed. 


01) [REC] 13) [SONG1】 25) [ENTER] 
02) [TOP] 14) [SONG2] 26) [-] 

08) [BWD] 15) [SONG3] 27) [4] 

04) [STOP] 16) [SONG4] 28) [4] 

05) [START] 17) [EDIT] 29) [P ] 

06) [FWD] 18) [UTILITY] 

07) [HOLD] 19) [SCALE] 

08) [EXII] 20) [FILTER] 

09) [REV] 21) [CROSSFADER] 


10) [SCRATCH] 22) [PITCH] 
11) [SHIFT] 23) [EXT.SCRATCH] 
12) [BANK] 24) [EXT.FILTER] 
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Test End 

When the switch is checked to the Тт? Кеу, the test 
will end and proceed automatically to the next test. ` 
When an error occurs, the system enters the infinity 
loop, the test does not finish until the power switch is 
turned off. | 


10 MIDI IN/OUT 


After connecting the MIDI IN to the MIDI OUT via a 
MIDI cable, execute the test. The test results will 
appear on the LCD. 


Test End 

When the test is OK, the SUIO will Hi 
proceed to the next test. 

If an error occurs, when the [ENTER] key is pressed, 
the system proceeds to the next test. 

If you press the [EXIT], the test will end and the SU10 
will wait for the entry of a test number. 


11 TOUCH VOLUME CONTROL 


11 RIBN 


Rub the touch volume control between the both ends of 
it. 

The numerical value indicated on the LCD is between 
210 and 200 by the maximum value at the left end of 
the sensor, and is between 30 and 20 by the minimum 
at the right end of it. 

Check that the value indicated on the LCD changes 
between 200 and 30 in the continuous target, when the 
touch volume control is rubbed. 


Test End 

When the [ENTER] key is pressed, this test ends and 
proceeds to the next test. 

If you press the [EXIT], the test will end and the SU10 
will wait for the entry of a test number. 


12 FLASH MEMORY CHECK 


12 CSum 


Computing the checksum of the program area, and 
checks that the correct data are being written in the 
flash memory. 

The test is completed automatically, check that OK is 
indicated in LCD. 


Test End 

The SU10 proceeds automatically to the next test when 
the test is OK. 

Wnen the test is NG, press the [ENTER] to prceed the 
test to the next test. 

If the [EXIT] 1s pressed, this test will end and the 
SU10 will wait for the entry of a test number. 


13 EXIT 


13 Exit 


When the [ENTER] key is pressed, the SU10 will quit 
the test mode. 


Carry out the following inspections if you have finished 
the test. | 
] Check that the click noise which occurs when the 
POWER switch 1s turned on or off is less than 0.5 
Vp-p. 
2 Check that the residual noise is within the range 
listed below. 
LINE OUTPUT (L): less than -68 dBm (10 k ohm 
load) 
less than -68 dBm (10 k ohm 
load) 
less than -74 dBm (33 ohm 
load) 
less than -74 dBm (33 ohm 
load) 


LINE OUTPUT (R): 
PHONES (1): 


PHONES (R): 


а 


IS INITIALIZE 


Initialize [init] 


You can use this utility to (a) delete all song and sample data, or (b) delete all song 
and sample data while at the same time resetting all system parameters to their 
defaults. The SU10 will refuse to execute this operation if any banks or songs are 
locked. 


The utility consists of two functions, as follows. 


Init Data? («[») Init A11? 


Deleting data only [Init Data?] 


Purpose 
Deletes all samples and all songs. Does not delete system settings. 


Procedure 


1. Press in response to the Init Data? query. The LCD returns the 
Data Sure? confirmation prompt. To proceed, press (ENTER). 


У Ifyou do not want to proceed, press to return to the UTILITY menu. 


W Ifyou attempt to initialize while a bank or song is locked, the LCD briefly displays the Locked 
Data! message, then returns you to the UTILITY menu. 


О. The SU10 displays the Keep PwrOn message and begins deletion. Do not 
switch off the power while this message is on the screen. When execution is 
finished, the LCD displays the Complete message, then returns the UTILITY 
menu. 


Deleting data and resetting the system [Init A11?] 


Purpose 


Deletes all samples and all songs, and returns all system settings to their defaults 
(see below). | 


Procedure 


1. Move to the Init A11? query and press (ENTER). The LCD returns the A11 
Sure? confirmation prompt. Press to proceed. 


W If you do not want to proceed, press to return to the UTILITY menu. 


W = Ifyou attempt to initialize while a bank or song is locked, the LCD displays the Locked Data! 
message, then returns you to the UTILITY menu. 


ど . The SU10 displays the Keep PwrOn message and begins the operation. Do 
not switch off power while this message is on the screen. When initialization 
is finished, the SU10 displays the Complete message, then returns you to the 
UTILITY menu. 


System default values are as follows. 


Gain zd 

Grade = .Long 

Pitch = 0% 

Format = Stereo 

Input Source = Line 

Recording Trigger = Manual 

Default Loop Mode = Whole Loop 

MIDI Channel = 1 

Device Number = 1 

Local Control = On 

Ribbon No. = Off 

MIDI Note Table = Pad A1:MIDI C1, Pad A2:MIDI C#1, ..., PAD 
| D12:MIDI B4 

Bulk Interval = Short 

Locks = All off 

Volume = 8 
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Ш ERROR MESSAGES 


Locked Data! 
Locked Bank! 
Locked Song! 
[Cause] 
You attempted to execute an operation that would delete data from a pro- 
tected area. 
[Response] 
You can switch off locks using the LOCK utility. 
Be careful to avoid accidental deletion of data. 


` Change Grd! (Change Grade) 


[Cause] 


You attempted to select a PLAY feature that is not available at the currently 


selected sampling grade. 
[Response] | | 
Go to the Recording Setup utility and reduce the Grade setting. 


Memory Full! 
[Cause] 


Song/sample memory became full during recording of a sample or song. (All | 


data recorded prior to the appearance of this message remains registered in 

memory.) | | 
[Response] 

If you need to record a longer sample, try deleting or compacting existing 

samples, and/or reducing the sampling grade or pitch. 

If you need to record a longer song, you can increase available memory by 

deleting one or more existing songs. 


Battry Low! 
[Cause] 
Batteries are low. 
[Response] 
Replace the batteries. 


Time Out! 
(Cause] | 
Data flow stopped during reception of bulk dump, so the SU10 terminated 
the operation. All internal pad and song data are now lost. 
[Response] . | 
Try the dump again. !f this fails, reinitialize the entire system (go to the INIT 
utility and execute Init А11). 


Buffer Full! 
(Cause] 
MIDI input buffer became full: the amount of incoming MIDI data exceeded 
the SUTO's processing capacity. 
[Response] | 
Reduce the amount of MIDI data being sent to the SU10. 


DevNum Off! 
[Cause] | 
Attempted to receive bulk-dump with SU10's DevNum parameter set to “Off”. 
[Response] 
To enable bulk-dump reception, set the SU10's device number (DevNum 
parameter, in the MIDI utility) either to "A11" or else to match the device 
number of the sending device. 


Wrong Data! 
[Cause] 
Тһе 5010 received an unrecognizable MIDI System Exclusive message. 
[Response] 
Check the machine type and data at the sending side. 


ChkSum Err! 


[Cause] 

The received bulk-dump data failed checksum test. . 
[Response] 

Check the machine type and data at the sending side. - 


MIDI Егг1! 
[Cause] 
Overrun error occurred during MIDI reception. 
[Response] 
Check the settings at both sides. Check that cables are correctly attached. 


MIDI Err2! 
[Cause] 
A framing error during MIDI reception 
[Response] 
Check the settings at both sides. Check that cables are correctly attached. 


Memory-Related Errors 


Bad Data! 

[Cause] 
The SU10 detected a problem with interna! data at time of power-on. This 
problem can occur if you switch the power off while a memory-write is in 
progress. E 

[Response] 
The SU10 does its best to repair the problem, but it is possible that you will 
lose some songs or samples. !f you find that the data loss is considerable, you 
should clear all remaining data and reinitialize the system (go to the INIT 
utility and execute Init A11). 


の 


画 テス トブ プロ グラ ム 


А 準備 
本 テス ト に お いて は 、 次 の 測定 器 と 治 具 を 使用 し ま 
す 。 


測定 器 : 周波 数 カウ ンタ 、 オ シロ スコ ー プ 、 レ ベル 


H, EH, キー ボー ドア ンプ 、 定 電圧 電 
源 、 電 圧計 な ど 
治 具 : MIDI ケー ブル 


B テス ト エ ント リー 

【HOLD】 と 【】 を 同時 に 押し な が ら 電 源 を 入れ 
る と 、 数 秒 聞 バー ジョ ン が 表示 され た 後 、 テ スト 
モー ド 選 択 画面 が 表示 され ます 。 

【+1】 キ ー を 押し て 、MANUAL、MIDI、EXIT の い 
ずれ か を 選択 し 、【ENTER 】 キ ー を 押し て テス ト 
を 開始 し ます 。 


テス トモ ー ド 選択 画面 で は 、LCD ERIC IMODE] 
LCD 下段 に 「MNUAL」 と 表示 され ます 。 

【+1】 が 押さ れる と 「MIDI」 > TEXT] > 
「MNUAL」 と 、 上 起動 す る テス トモ ー ド が 切り 替 わ 
り ま す 。 

「MNUAL」 が 選択 され た 場合 は マニ ュ ア ルモード 
に 移行 し 、「MIDI」 が 選択 され た 場合 は МЮ モー 
に 移行 し ます 。 「EXIT」 が 選択 され た 場合 

常 の ユー ザー 使用 時 の 状態 に 入り ます 。 
ここ で は 、 「MNUAL」 を 押し て マニ ュ ア ルモード 
で テス ト を 実行 し て 下さ い 、。 


C テス ト の 進め 方 

ІРІ, [4] キー で テス トナ ン バ ー を 選択 し 、 
【ENTER】 キ ー を 押し て テス ト を 開始 し ます 。 
LCD に テス ト 結 果 が 表示 され 、 エ ラー が 発生 し た 場 
合 は 、 エ ラー 表示 を 行っ て テス ト は 止ま り ま す 。 


注意 : テス トモ ー ド お よび 音 だ し チェ ッ ク に よる すべ 
て の テス ト 終 了 後 、【REV] +【+1】 キ ー を 押し な が 
ら 電 源 を ON する こと に より 、 フ ァ ク トリ ー セ ッ ト を 


必ず 実行 し て 下さ い 。 
D テス ト 項 目 
ЖЕ, са CET CPU の AD チェ ッ ク 
2. MICINPUTL ch; us 計測 
3 MIC THNPUT R ch.................. ЕНІ! 
4 LINEINPUTL ch 計測 
5 LINE INPUT R ch................. 計測 
6 1kHzLINE OUTPUT L ch... 計測 
7 1kHz ПМЕ OUTPUT R ch... 計測 
8. ICD i 各 セ グ メ ント の 点灯 
9 Panel switch.......................... スイ ッ チ の ON/OFF 
10 MIDI IN/OUT ........ аз .... MIDI IN と OUT を 接 
| 続 する 。 
11 タッ チボリ ュー タッ チボリ ュー ム を 
| 擦る 。 
12 Flash Memory (ROM) Check 
РЕР Check Sum 計算 
13 EXIT 


SU10 


1 バ パ バッテリー 
1 Batt 


バッ テリ ー の 電圧 値 が 、 既 定 値 以 上 ある こと を 確認 
し まず 。 


チェ ッ ク 項 目 
LCD の テス ト 結 果 を 確認 し ます 。 NG の と き は 、AD 
値 が LCD に 表示 され ます 。 


テス ト の 終了 方 法 

OK の 場合 は 、 自 動 的 に 次 の テス ト に 進み ます 。 
NG の と き は 、【ENTER】 キ ー を 押す と 次 の テス ト 
に 進み 、【EXTIT】 キ ー を 押す と 本 テス ト は 終了 し レ 
て テス トナ ン バ ー を 選択 する こと が で きま す 。 


2 マイ クイ ン (L) 


MIC INPUT(L) の 歪み お よび チャ ン ネ ル セ パ レー 
ショ ン が 、 規 定 値 を 満た し て いる こと を 確認 し ます 。 
ボリ ュー ム 最 大 に し て 、LINE OUTPUT に プラ グ を 
差し 込み 、 各 出力 レベ ル を 、 周 波数 計 、 オ シロ ス 
コー プ 、 レ ベル 計 UIS-CC フィ ルター 使用 ) ` ЕЖ 
計 で 測定 し ます 。 | 

MIC INPUT(L) に は 、1 kHz、-55.0 dBm の サイ ン 波 を 
入力 し ます 。 ま た 、MIC INPUT(R) は グラ ンド に 接 


続 し ます 。 


チェ ッ ク 項 目 

LINE OUTPUT より 出力 され る 波形 を 測定 し 、 

LINE OUTPUTL): サイ ン 波 、 歪 率 0.7 % 以 下 、 
-0.8 +2 dBm (Aff 10k オー 


Js) 

LINE OUTPUT(R): -40 dBm 以 下 (負荷 10k オー 
vs) 

で ある こと を 確認 し ます 。 


テス ト の 終了 方 法 

[ENTER] キー を 押す と 、 本 テス ト は 終了 し レ 、 次 
の テス ト に 進み ます 。 

【EXTT】 キ ー を 押す と 、 本 テス ト は 終了 し 、 テ ス 
トナ ン バ ー の 選択 が で きま す 。 
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3 マイ クイ ン (R) 


MIC INPUT(R) の 人 歪み お よび チャ ン ネ ル セ パ レー 
ショ ン が 、 規 定 値 を 満た し て いる こと を 確認 し ます 。 
ボリ ュー ム 最 大 に し て 、LINE OUTPUT に プラ グ を 
差し 込み 、 各 出力 レベ ル を 、 周 波数 計 、 オ シロ ス 
コー プ 、 レ ベル 計 (JISC フィ ルター 使用 ) 、 歪 率 
計 で 測定 し ます 。 

MIC INPUT(R) に は 、1 kHz、-55.0 dBm の サイ ン 波 を 
入力 し ます 。 ま た 、MC INPUT(L) は グラ ンド に 接 
続 し ます 。 | 


チェ ッ ク 項 目 

LINE OUTPUT より 出力 され る 波形 を 測定 し 、 

LINE OUTPUT(L): -40 dBm 以下 (負荷 10k オー 
ム ) 

LINE OUTPUT(Ry サイ ン 濾 、 歪 率 0.7 АТ, 
-0.8 +2 dBm (負荷 10 k オー 
A) 

で ある こと を 確認 し ます 。 


テス ト の 終了 方 法 

【ENTER】 キ ー を 押す と 、 本 テス ト は 終了 し 、 次 
の テス ト に 進み ます 。 

【EXIT】 キ ー を 押す と 、 本 テス ト は 終了 レ し 、 テ ス 
トナ ン バ ー の 選択 が で きま す 。 


4 ライ ン イ ン (L) 


LINE INPUTCL) の ゲイ ン 、 歪 み 、 お よび チャ ン ネ ル 
セパ レー ショ ン が 、 規 定 値 を 満た し て いる こと を 確 
認 し ます 。 

LINE INPUT(L) に 1 kHz, -1.0dBm の サイ ン 波 を 入力 
し ます 。 ま た 、LINE INPUT(R) は グラ ンド に 接続 し 
ЖУ 


チェ ッ ク 項 目 

LINE OUTPUT より 出力 され る 波形 を 測定 し 、 

LINE OUTPUT(L) サイ ン 波 、 歪 率 0.1 % 以 下 、+0.2 
+2 dBm (負荷 10k オ ー ム ) 

LINE OUTPUT(R): -65 dBm 以下 (負荷 10k オ ー 
ム ) 

で ある こと を 確認 し ます 。 


テス ト の 終了 方 法 

【ENTER】 キ ー を 押す と 、 本 テス ト は 終了 し 、 次 
の テス ト に 進み ます 。 

【EXIT】 キ ー を 押す と 、 本 テス ト は 終了 し 、 テ ス 
トナ ン バ ー の 選択 が で きま す 。 


5 ライ ン イ ン (R) 


LINE INPUTCR) の ゲイ ン 、 人 歪み 、 お よび チャ ン ネ ル 
セパ レー ショ ン が 、 規 定 値 を 満た し て いる こと を 確 
BUET, 

LINE INPUT(R) に 1 kHz, -1.0 dBm の サイ ン 波 を 入 
ALEF, Ef, LINE INPUT(L) は グラ ンド に 接続 
LET. | 


チェ ッ ク 項 目 

LINE OUTPUT 出力 され る 波形 を 測定 し 、 | 

LINE OUTPUT(L) -65 dBm 以下 (負荷 10k オー 
ム ) 

LINE OUTPUT(Ry サイ ン 波 、 人 歪 率 0.1 % 以 下 、 40.2 
+2 dBm (負荷 10k オ ー ム ) 

で ある こと を 確認 し ます 。 


テス ト の 終了 方 法 

【ENTER】 キ ー を 押す と 、 本 テス ト は 終了 し 、 次 
の テス ト に 進み ます 。 

[EXIT] キー を 押す と 、 本 テス ト は 終了 し 、 テ ス 
トナ ン バ ー の 選択 が で きま す 。 


6 1kHz LINE OUTPUT L 発音 


LINE OUTPUTL) の ゲイ ン 、 和 歪み 、 お よび チャ ン ネ 
ル セ パ レー ショ ン が 、 規 定 値 を 満た し て いる こと を 
確認 し ます 。 

VOLUME を 最大 に し て 、LINE OUTPUT お よび 
PHONES に プラ グ を 差し 込み 、 各 出力 を 周波 数 計 、 
オシ ロス コー プ 、 レ ベル 計 (JIS-C フィ ルター 使 
用 ) 、 歪 率 計 で 測定 し ます 。 


+= > Z IB B 
LINE OUTPUT(L): 1 kHz +0.5 Hz、 サ イン 波 、 歪 率 
0.07 % 以 下 、+3.8 +2 dBm Са 


荷 10k オ ー ム ) 

LINE OUTPUT(R): -70 dBm LAF (負荷 10 k オー 
ム ) 

PHONES(L): 1 kHz +0.5 Hz、 サ イン 波 、 歪 率 
0.07 % 以 下 、-3.8 +2 dBm (负荷 
33 オー ム ) 

PHONES(R): -73 dBm 以下 (負荷 33 オー ム ) 

テス ト の 終了 方 法 


【ENTER】 キ ー を 押す と 、 本 テス ト は 終了 し 、 次 
の デ テスト に 進み ます 。 | 
【EXIT】 キ ー を 押す と 、 本 テス ト は 終了 し レ し 、 テ ス 
トナ ン バ ー の 選択 が で きま す 。 | 


7 1kHz LINE OUTPUT R 発音 


LINE OUTPUT(R)O Z4 v. BAH. ВЕСУ УЖ 
ル セ パ レー ショ ン が 、 規 定 値 を 満た し て いる こと を 
確認 し ます 。 

VOLUME を 最大 に し て 、LINE OUTPUT お よび 
PHONES に プラ グ を 差し 込み 、 各 出力 を 周波 数 計 、 
オシ ロス コー プ 、 レ ベル 計 (JHS-C フィ ルター 使 
FA) 、 歪 率 計 で 測定 し ます 。 


チェ ッ ク 項 目 | 

LINE OUTPUT(L): -70 dBm 以下 (負荷 10 k オー 
ム ) 

LINE OUTPUT(R) 1 kHz +0.5 Hz, H1 VIR, ER 
0.07 “LAF, +3.8 +2 dBm (A 
fit 10k A— A) | 

PHONES(L): -73 dBm 以下 (負荷 33 オー ム ) 

PHONES(R): 1 kHz +0.5 Hz、 サ イン 波 、 歪 率 
0.07 % 以 下 、-3.8 +2 dBm (負荷 
33 オー ム ) 

テス ト の 終了 方 法 


[ENTER] キー を 押す と 、 本 テス ト は 終了 し 、 次 
の テス ト に 進み ます 。 | 
【EXTT】 キ ー を 押す と 、 本 テス ト は 終了 レ し 、 テ ス 
トナ ン バ ー の 選択 が で きま す 。 


8 LCD 


8 LCD 


LCD の 各 セ グ メ ント が 、 順 次 オン ンプ オ フ し て 行き 、 
最後 に LCD の 全 セ グ メ ント が 同時 に オン する こと 
を 、 目 で 見 て 確認 し ます 。 


デス ト の 終了 方 法 

[ENTER] キー を 押す と 、 本 テス ト は 終了 し 、 次 
[EXIT】 キ ー を 押す と 、 本 テス ト は 終了 し 、 テ ス 
トナ ン バ ー の 選択 が び で きま す 。 


その 他 

テス ト は 、LCD 全 点 灯 し た 後 で 停止 し ます が 、 
【PLAY】 キ ー を 押す と 再度 LCD テス ト を 行う こと 
が で きま す 。 


№ Ep. b MBIZ. Hi—STD—-—LONG—-—EXLG—PLAY— 
WAVE-UTIL, 

Cl CUR Aico tC. Б "— 
MONO と いう 順番 で 下 に 移動 し ます 。 

Block6 の Level 表示 は 、 一 番 右 だ け 点 灯 LET, 
LCD Block の 10 は 上 段 の み 左 か ら 順 に 「X」 が 表示 
し て いき ます 。 下段 は 省略 。 


LCD Block の 11 で は MDTI 一 TEMPO 一 TIME 一 REC 
の 順番 で 点灯 し て いき ます 。 

7Seg 表示 部 で は 、 Segment-A の 部 分 だ けが 、 
時 に 点灯 し ます 。 


7 つ 同 


9 パネ ルス イッ チ 
9 SW 
【REC】 か ら 【\】 ま で の パネ ルス イッ チ を 以下 の 


順序 で オン し 、 パ ネル スイ QUA 
と を 確認 し ます 。 


01) [REC] 13) [SONG1] 25) [ENTER] 
02) [TOP] 14) [SONG2] 26) [-] 

08) [BWD] 15) [SONG3] 27) [+1] 

04) [STOP] 16) [SONG4] 28) [4] 

05) [START] 17) [EDIT] 29) [P ] 

06) [FWD] 18) [UTILITY] 

07) [HOLD] 19) [SCALE] 

08) [EXIT] 20) [FILTER] 

09) [REV] 21) [CROSSFADER] 

10) [SCRATCH] 22) [PITCH] 

11) [SHIFT] 23) [EXT. SCRATCH] 

12) [BANK] 24) [EXT.FILTER] 
正常 な 場合 、" ポ ー" と 発音 し て 次 の スイ ッ チ の テス 


ト に 進み ます 。 
LCD に は 、 次 に 押す べき スイ ッ チ が 表示 され ます 。 


テス ト の 終了 方 法 

【* 】 キ ー ま で チェ ッ ク す る と テス ト 自 体 は 完了 し 、 
自動 的 に 次 の テス ト に 進み ます 。. | 
NG の 場合 は 無限 ルー プ 処 理 と な り 、 
チ を 切る まで テス ト は 終了 し ませ ん 。 


パワ ー ス イッ 


10 MIDI IN/OUT 


MIDIIN, OUT の 動作 確認 を 行い ます 。 | 
MIDI ケー ブル を IN. OUT 端子 に 接続 し て テス ト を 


実行 し 、 LCD に OK が 表示 され る こと を 確認 し ます 


テス ト の 終了 方 法 

OK の 場合 テス ト 自 体 は 完了 し 、 自 動 的 に 次 の テス 
ト に 進み ます 。 

NG と き は 、【ENTER】 キ ー を 押す と 次 の テス ト に 
ЖЕ”, [EXIT] キー を 押す と 本 テス ト は 終了 し て 
テス トナ ン バ ー の 選択 が で きま す 。 


SU10 
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11 タッ チボリ ュー ム 


11 RIBN 


タッ チボリ ュー ム の 両端 聞 を 指 で 数 回 こす り 、 タ ッ 
チボリ ュー ム の 動作 確認 を 行い ます 。 


チェ ッ ク 項 目 | 

LCD の 数 値 が 最高 値 (左端 ) で 210-200 OF], RIE 
JE (右端 ) . で 30-20 の 間 で ある こと を 確認 し ます 。 
また 、LCD の 数 値 が 、200 て 30 の 聞 で 連続 的 に 値 が 
変化 する こと を 確認 し ます 。 


テス ト の 終了 方 法 | 
【ENTER】 キ ー を 押す と 、 本 テス ト は 終了 し 、 次 
の テス ト に 進み ます 。 

[EXIT] キー を 押す と 、 本 テス ト は 終了 し 、 テ ス 
トナ ン バ ー の 選択 が で きま す 。 


12 Flash Memory Check 


12 CSum | 


プロ グラ ム 領 域 の Check SUM を 取り 、 Flash 
Memory に 正常 に デー タ が 書か れ て いる か を 調べ ま 
す 。 | 

テス ト は 自動 的 に 完了 レ し ます の で 、LCD に OK BH 
示さ れる こと を 確認 し ます 。 


テス ト の 終了 方 法 

OK の 場合 は 自動 的 に 次 の テス ト に 進み ます 。 

NG と き は 、【ENTER】 キ ー を 押す と 次 の テス ト に 
ЗЕ», [EXIT] キー を 押す と 本 テス ト は 終了 し て 
デス トナ ン バ ー の 選択 が で きま す 。 


13 EXIT 


[ENTER] キー を 押す と 、 テ スト モー ド か ら 抜 け 


X4. 


テス ト を 終了 し た ら 、 以 下 の 検 査 を 実施 し て 下さ い 。 

1 POWER スイ ッ チ の オン 、 オ フ 時 の クリ ッ ク ノ イ 
ズ が 、0.5 Vp-p 以下 で ある こと を 確認 し ます 。 

2 残留 ノ フイ ズレ ベル が 、 次 の 条件 を 満た すこ と を 
Ba L. し ます 。 

LINE OUTPUT(L): -68 dBm 以下 (10k オ ー ム 負荷 ) 

LINE OUTPUT(R): -68 dBm 以下 (10k オー ム 負 和 荷 ) 

PHONES(L): -74 dBm 以下 (33 オー ム 負 荷 ) 

PHONES(R): -74 dBm 以下 (33 オー ム 負 荷 ) 


デー タ の 削除 を 伴う 作業 ( 例 : 3) 
期 化 や PAD, SONG の 削除 な ど ) 
Locked Bank! | ; Lock し て ぁ る デー タ に 行 お う 
Locked Songl と し た 場合 に 表示 され る 。 


Change Grd! | 現在 の Sampling Grade で は 、 選 
択 し た Effect (Fiter な ど ) が 実行 
(= Change Grade) で きま せん 。 


Memory Full! | РАО ЕФ, МАМЕ 用 の メモ 
| リー が 一 杯 に な っ た 。 

SONG 録音 中 に 、 SONG 用 の メモ 

リー が 一 杯 に な っ た 。 


デー タ の 内 容 を 確認 し 、 削除 し て 
も よい と 前 断 し た ら 、 UTILITY の 
Lock メニ ュー で Lock を 解除 し て 
下さ い 。 


Locked Data! 


UfILITY の Rec メニ ュー で 、 低い 
Sampling Grade を 選択 し て 下さ 
い 。 


MEMORY FULL に な る 引前 まで 
の デー タ は 保存 され て いま す 。 


Batty Low! | 使用 中 の 電池 が 消耗 し て いま す 。 | 新しい も の と 交換 し て 下さ い 。 


MDI 関連 の エラ ー メ ッ セ ー ジ 


Bulk Dump 受信 中 に 、 次 に くる べ | この 時 点 で は PAD や SONG デー 

& Message が 来 な べく な り 、 止む | タ は 壊れ て いま す 。 

を 得 ず 受信 を 中 断 し た 。: 再度 受信 を 試み て も 不可 能 な 場合 
は 、 デ ー タ を 復活 させ る こと は で 
きま せん が 、UTILITY の Init X 
ニュ ー で 初期 化し て 下さ い 。 


Time Over! 


MIDI デー タ の 処理 が 回 に 合わ ず 、 
受信 用 の バッ ファ ー が 一 杯 に な っ 
た 。 


SU10 の 内 部 処理 が 忙し く MIDI 
デー タ を 処理 で きま せん 。 

送信 する MIDI デー タ の 量 を 減ら 
し て 下さ い 。 


Buffer Full! 


DevNum ОН! | Device Number が Off に 設定 され | Device Number を Вик Dump 送 


て いて 、 Вик Dump を 受信 で き な | 偽 側 の 番号 と 合わ せる か 、ALL に 
Wrong Data! 


い 設定 し て くだ さい 。 
受信 中 の Bulk Dump Data ORS | 送信 側 の 機種 や 送信 し て いる デー 
が 予測 し た も の と 違っ て いる 。 タ を 確認 し て くだ さい 。 


ChkSum Err! | 受信 中 の Bulk Dump Data Ф | 送信 側 の 機 穏 や 送信 し て いる デー 
チェ ッ ク サ ム が 違っ て いる 。 タ を 確認 し て くだ さい 。 


MIDI Err1! 双方 の 機器 の 設定 や ケー ブル の 投 
続 な ど を 確認 し て 下さ い 。 


MDI 受 信 時 に オー パー ラン エラ ー 


が 発生 し た 。 


双方 の 機器 の 設定 や ケー ブル の 授 
続 な ど を 確認 し て 下さ い 。 


MIDI 受 信 時 に フレ ー ミ ング エラ ー 
が 発生 レ fco 


MIDI Err2! 


フラ ッシュ メモ リー 関連 の エラ ー メ ッ セ ー ジ 


電源 投入 時 に 、 録音 済 の デー タ に | SU10 は 、 KBStRRISCE 
不 整 合 を 発見 し た 場合 に 表示 され | 復 す る 為 の 最 呑 の 努力 を し ます 
る が 、 録音 済 の 音 や SONG の 一 部 が 


Bad Data! 


SU10 が メモ リー に 書き 込ん で い | 失わ れ て いる 可能 性 が あり ます 。 
る 周 に 電源 を 切っ た 場合 等 に 、 こ | も し 、 デ ー タ の 破損 が ひど い 場 合 
の よう な 不 整 合 が 発生 する 恐れ が | は 、 デー タ を 復活 させ る こと は で 
ある 。 きま せん が UTILITY の Init X 
ニュ ー て で 初期 化し て 下さ い 。 


EDS 


B 初期 化 


バル クダ ンプ の 受信 に 失敗 し た り 、*KeepPwrOn" を 表示 中 に 電 
源 を OFF に し て し レ まい デー タ が 破壊 され て し まっ た と き に は 、 
サン プル や ソン グ の デー タ を 一 括 消去 し た り 、 本 体 の 設定 を 
すべ て 初期 設定 に する こと が で きま す 。 


正常 な デー タ の まま 、 こ の 操作 を し な いよ うに 気 を つけ て くだ さい 。 ま た 、 バ パル 
クダ タダ ンプ の 送信 で 、 パ ッ ク ア ッ プ し て お く こ と を お すす めし ます 。 


FR ① プレ イモ ー ド で 、[SHiFT|] キー を 押し な が ら パ ッ ド 8 


(UTILITY) を 押し ます 。 


-------..-...-.----... 


图 サン プル と ソン グ の デー タ の み 消 去 す る と き は 、ENTER キー 
を 押し ます 。 
また 、 サ ンプ ル と ソン グ の デー タ の 消去 、 お よび 設定 を すべ て 初 
期 設 定 に する と き は 、[<j( セ ) キ ー を 押し て “Init AM の "を 表示 
させ て か ら 、 必 NTER キー を 押し ます 。 


© 続け て (ENTER) キー を 押し て “Data Sure?" ("Init All?" Oè 
ЕА Sure?") を 表示 させ ます 。 


© ë IL (ENTER) キー を 押す と “Keep PwrOn" を 表示 し て 、 サ 
ンプ ル と ソン グ の デー タ の 消 赤 や 初期 設定 を し ます 。 


⑦ サン プル と ソン グ の デー タ の 消去 や 初期 設定 が 売 ず する と 、 
*Complete" を 表示 し て か ら 、 プ レイ モー ド に 戻り ます 。 


サン プル の パン ク や ソン グ の ロッ ク が ^On" に 設定 され て いる 場合 は “Locked 
Datal" を 表示 し て 、 デ ー タ の 消去 や 初期 設定 が で きま せん 。 サ ンプ ブル の バン ク や ソン 


ング の ロッ ク を すべ て “Off" に 設定 し て か ら 、 以 上 の 操作 を 行っ て くだ さい 。 


初期 設定 に し た と き は 次 の よう に 設定 され ます 。 


すべ て の サン プル と ソン グ の 消去 
ЕШ (Grade) 

E» = (Pitch) 

マイ クノ ラ イン 入力 (Input) 
録音 の ゲイ ン (Gain) , 

ステ レオ モノ ラル (Format) 
デフ ォ ル トル ー プ モー ド 
自動 録音 の 設定 
MIDI チ ャ ン ネ ル 
MIDI デ パイ スナ ン バ パー 

ロー カル コン トロ ー ル 
MDI ノ ー ト テー ブル 

ж "Lock'(Ov 2) 

ж “Vol"( ボ リュ ー ム ) 


X 3€ % % % + X X HEH + 


MIDI ノ ー ト テー ブル の 初期 状態 


A1 C1 
A2 + Cs1 
АЗ + 01 
A4 = D 
A5 ~ El 
AG — FI 
А7 一 FFI 
AB — GI 
AQ = G7 
A10 ~ Al 
А11 — А4) 
A12 > BI 
B! ~ C2 
B2 -— C2 
B3 - D2 
Ва - ғ? 
B5 -— E2 
B6 — Р 
B7 - Fs2 
BB — G 
B9 ~ с" 
810 … A2 
B11 = Ar2 
B12 — B2 


C1 
C2 
C3 
C4 
C5 
C6 
C7 
C8 
C9 


C10 


C11 
C12 


D1 
D2 
D3 
D4 
D5 
D6 
D? 
D8 
D9 
D10 
D11 
D12 


Long 

0 96 

Line 

1 
St( ス テレ オ ) 
WLoop 
Mnual( マ ニュ アル ) 
1 

1 

Оп 

初期 状態 
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SU10 


YAMAHA | Sampling Unit | 


Mode 3 : OMNI OFF, POLY Mode 4 


OMNI OFF, MONO 


Date:25-OCT-1995 


Model 5010 MIDI implementation Chart Version : 1.0 
%Ж---------------------------------------------------------------------- 十 
| | | Transmitted | Recognized | Remarks | 
| Function | | | | 
|------------------- 和 %Ж---------------- %---------------- | 
|Basic Default | 14256 | 1 — 16 | Memorized | 
[Channel Changed p o£ 25. BL ME | | 
上 ш ке рала ышана SE PaaS SS ee a | 
| Default | x | Mode 3 | | 
| Mode Messages | x | x | | 
| Altered | ok ke kc ke k kk | x | | 
|------------------- к---------------- %---------------- %---------------- | 
|Note | 0 - 127 | 0 - 127 | | 
IN per "Page WOHGGI еке кк eX p ЧУ за L27 | | 
St あら 当選 ゴー ニテ ーー こざ こさ Бета gata исин pesca quas n quoe edes |. 
|Velocity Note ON | о 9nH,v=127 о. Mel=127 | | 
| Note OFF | x 9nH,v=0 | x | | 
| mas жа s ешш е eaten oie ea ae LS каккы aS aes | 
| After Key's | x | x | | 
[Touch Ch's | x | x | | 
|------------------- %---------------- %---------------- %---------------- | 
| Pitch Bender | oO wari x 17 bit resolution| 
| i RRR Еск рарга кекте как ae | 
| £ | Ж | O | Volume | 
| 0-120 | o Assignable *1| x | | 
| | | | | 
| | | | | 
| Control | | | | 
| | | | | 
| Сһапде | | Е | 
| | | | | 
I | | | | 
| | | | | 
| | | | | 
| | | | | 
| | | | | 
ck аа саана Т кае SS ee ны акш инш аан | 
| Prog | x lo 0-1 | | 
|Change : True # | KKK KKK KKK v x | | | 
|------------------- %Ж---------------- +---------------- %Ж---------------- | 
| System Exclusive | O | O | | 
| %---------------- %---------------- түлкіге cia eie | 
ISystem : Song Pos. | x | x | | 
| : Song Sel. | x | x | | 
|Common : Tune | x l: Ж | | 
| 上 デマ ーー ニー ピー ニニ ーー ニー ビーー genou a a SST RAAR NR | 
| System :Clock | x | x | | 
|Real Time :Commands| x | x | | 
|------------------- %Ж---------------- %---------------- %Ж---------------- | 
IAux :Local ON/OFF | x | x p^ | 
| :А11 Notes OFF| x | x | | 
|Mes- :Active Sense | x Jm | | 
| sages:Reset | x | x | | 
Es ニー ニー ニニ ニー ュー ニニ ニニ ニー ニニ ニニ ニー ニニ ー ニ デジ ーー テラ ーーーーーー ニ ーー ニー ニー デーーーーーーー デ ーーー デー ビア マデ ーー ぞ ーー エーーーーー 十 
INotes: *1 ; transmit if switch is on | 
| | 
| | 
| | 
—————————————— ———— Án им т 十 

Mode 1 : OMNI ON, POLY Моде 2 : OMNI ON, MONO o 1 Yes 
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E DMP1/2 CIRCUIT DIAGRAM (DMP1/2 シ ー ト 回 路 図 ) 
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DQ 
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POWER switch 


PSw1 
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DMP2/2- 
CN4 
ОМР2/2- 
CN6 
1CE 
PA2B8F4008v-B60 
+50 
шағы 
ВЕЕ ПЕК 
м 
の 
E i 
@PQ1CZ1T (XR404A00) 25814160 ,К (VH481100)| @DIF60 (VS201100) 
DC/DC CONVERTER TRANSISTER @MA737 (VQ282500) 
DIODE 
| 1.EMITTER 
Ye, 2.COLLECTOR 1.ANODE 
3.BASE 2.CATHODE 
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Ш DMP1/2 CIRCUIT DIAGRAM (DMP1/2 ン ー ト 回 路 図 ) 
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Ш DMP2/2 CIRCUIT DIAGRAM (DMP2/2 シ ー ト 回 路 図 ) 
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YKB21-5130 СББ 
0.55 
L т 
е LINE 
е 3I OUTPUT 
Q 
JKB 
Mini Stereo 
C7B 
0.33 
[4] 


AG 
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саны тұтам 
м R 
JK 6 
Min! stereo 
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5 55111 6 
swos Oo J I! SwO6 
1-һ-2 12 
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SW1 1 Oo. l.l. Sw 2 
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1-2 15 52 
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Notes) 


Circuit Board: ОМР1/2 (NX816850) XR10880 
Circuit Board: ОМР2/2 (NX816860) ХК10880 
ІС 
ІС 2,14: TC74VHC32F-TEL (XR337AQO) OR 
IC 3: PSTS72CMT-R (XL122A00) RESET 
IC 4: LC321664AM-80-TRM  (XQ032A00) 
DRAM 1M 
IC 5 CS4231A-KL (XR338A00) 
IMEDIA AUDIO CODEC 
IC 6: 241V030 (XR341A00) ROM 
IC 7 HD6413002FP16 (XQ375A00) CPU 
IC 8 UPC4S72G2-T1 (XF634A00) OP AMP 
IÇ 9: UPC4570G2 (XF291A00) OP AMP 
IC 10: PQ1CZIT  (XR404A00) DC/DC 
CONVERTER 
IC 11 SN74HC14NSR (ХС725А00) 
INVERTER 
IC 12: TC9246F-TEL (XR339A00) PLL 
ІС 13: TC7WO4F (XQ985A00) INVERTER 
IC 15: ТС7508Ғ (XM616A00) ANO 
ІС 16: LC7985ND (ХМ859А00) 
LCD CONTROLLER 
IC 17: NJM4SS6AMT1 (XQ138A00) ОР AMP 
IC 18: TC7W14F (XR336A00) INVETER 
Transistor 
TR 1: 2SB1416(TA) Q,R (VH481100) 
TR 2,5,6: 2SC3326 А,В TE8SR (VD303700) 
TR 3: 2SA1162 O,Y (VJ927200) 
Diode (chip) 
D 1-3: D1F60 (VS201100) 
D 4,5,9,10,12: RLS-73 (VB797600) 
D 11: MAT37 (VQ282500) 
Diode Array (chip) 
DA 1-15: DAN202K 0.3A X2 (VT899400) 
OA 16-20: DAN217 0.3A X2 (VN956800) 
. Zener Diode 
ZD t: RLZJ 108 10.0V (VJ150900) 
Photo Coupler 
IC t: PC-900V (VG181900) 
Monolithic Ceramic Cap. (chip) 
С1,26,73,75,81, 
82: F 0.010 SOV 2 (08044100) 
С2,4,8,12,15,16, 
19-21,24,27-30, 
32,33,36-40,42, 
63-65,67,83,86, 
89.90.93.96- 
100: F 0.100 25V Z (UB245100) 
C 5,7,34,35: В 1000P SOV К (0В013100) 
C 10,11: SL 56Р SOV J (08051560) 
C13.14.66.78: — F 0.330 16V Z (UB44533) 
C 17,18,22: SL 15Р 50V J (08051150) 
C 23: B 3300P 50V K (UB013330) 
C 26: F 0.470 16V Z (UB445470) 
C 44: F 1.0 16VZ (VQ686200) 
C 45,46: SL 470P 50V J (UB052470) 
C 69.77: SL 560Р SOV J (UB052560) 
C 71,80: B 330P SOV K (U8012330) 
C 76,79,91,92,95: SL 100P SOV J (08052100) 
Electrolytic Cap. 
C3,56,57,72,74: 100.00 16.0V (UI538100) 
C 6,9: 1.00 50.0V (01566100) 
С 49,59: 4.70 50.07 (01566470) 
C 50,51,58.60-62, 
87,88,94: 10.00 16.07 (01537100) 
C 52,53: 330.00 25.07 (01452700) 
C 54: 470.00 16.0% (02097200) 
С 55,68,70: 47.00 16.04 (11537470) 
C 84,85: 3.30 50.0V (UI566330) 
Carbon Resistor (chip) 
L 7,8: 0.0 0.1 J (RD250000) 
R 1-3,54: 220.0 0.1 J (RD255220) 
RS: 270.0 0.1 J (RD255270) 
R 6,8,10,19,23,24, 
41,49,71,76,82,87- 
90,53-95,101: 10.0К 0.1 J (RD257100) 
R 9.: 47.0 0.1 J (RD254470) 
К 11,16,17,66-70, 
75,79-81: 1.0K 0.1 J (RD256100) 
R 12: 4.7K 0.1 J (RD256470) 
R 18,45: 68.0 0.1 J (К0254680) 
R 21,22: 33.0K 0.1 J (RD257330) 


10. 


11. 


12. 


13. 


14. 


46. 


16. 


17. 


18. 


19. 


20. 


21. 


22. 


23. 


24. 


YK821-5130 


L 
O 
0—0 | 
С) 
JK7 
Min: Stereo 


LINE 
INPUT 


R 25,26,32,47: 
R 27,30: 
R 33-35,40,91,92: 100.0 0.1 J (RD255100) 


47.0K 0.1 J (80257470) 
1.8K 0.1 J (RD256180) 


R 39: 1.5K 0.1 J (RD256150) 

R 42: 220.0K 0.1 J (К0258220) 

R 43: 3.3K 0.1 J (RD256330) 

R 44,72: 330.0 0.1 J (RD255330) 

R 45,48: 150.0 0.1 J (RD255150) 

R 50,53,99: 100.0K 0.1 J (RD258100) 

R 57,60,73,83: 15.0K 0.1 J (RO257150) 

R 58,59: 8.2K 0.1 J (RD256820) 

R 61: 470.0 1/4 J (RD155470) 

R 62: 100.0 1/4 J (RD155100) 

R 63,74,84 8S: 5.6K 0.1 J (RO256560) 

R 64,86: 27.0K 0.1 J (RD257270) 

R 65: 91.0K 0.1 J (RD257910) 

R 77,78: 47.0 1/4 J (RD154470) 

Metal Film Resistor 

R 55: 3.0K 1/10 D (VI196000) 

R 56: 1.0K 1/10 D (VI194900) 

Metal Oxide Film Resistor 

R 97: 0.68 1W J (VC739700) 

Resistor Array 

RA 1,2,6,18: EXB-V8V103JV (VM506100) 10Кх4 

RA 3-5,8-11: EXB-V8V680JV (УМ506400) 68x4 

RA 7: EXB-V8V473JV (VMB11600) 47Kx4 

Slide Variable Resistor 

VR 1: C10Kx2 RS15H12A0 (VP276500) 
VOLUME 

Chip inductance | 

L 2-6,9-17,19: 56U LEM2S20 T 560J (VR243700) 

L 7.8: 00 01 J (RD250000) Carbon 
Resistor (chip) 

L 18: ELC10E391 3904 (VUO96400) 

LC Filter 

EMI 1-3,5: 0SS306-93F223Z1 (VD542700) 

L t: SH-302 (VR772400) 

Quartz Crystal Unit 

X 01: 16M AT49 (VI573400) 

Slide Switch 

PSW 1: SSSF12302A (VN990400) POWER 
switch 

Phone Jack 

JK 5: HSJ0942-01-1110 (VU033500) 
PHONES 

JK 6-8: YKB21-5130 MINI (/1435500) LINE 
IN OUT MIC 

DCN Connector 

JK 1: 16V DC ЗА HEC2305 (VJ207400) 
DC IN 

DIN Connector 

JK 2,3: 5P TCS5076- (VS739900) 
MIDI IN, OUT 

Jumper Header 

J4: not installed 

Wire Trap 

CN 1: S2147-15P TE (VF667600) 
to ОМР1/2-СМ4 

CN 2: S2147- 9P TE (VK025300) 
to DMP1/2-CN5 

CN 3: 52147-12P TE (VK025600) 


to DMP1/2-CN6 


Connector, FFC 

CN 7: FM- 5P SE (VUO3360) to Touch 
Sensor 

Connector Assembly 

CN 4: LCD 15P (VT76340) to DMP2/2-CN1 

CN 5: ANG 9P (VT76330) to DMP2/2-CN2 

CN 6: SW 12P (VT76310) to DMP2/2-CN3 

7%: BATTERY (+) RE (VS55030) 

фп; BATTERY (-) BL (VS55040) 


ll DMP2/2 CIRCUIT DIAGRAM (DMP2/2 シ ー ト 回 路 図 ) 
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SAMPLING UNIT 
eun 
PARTS LIST 


Ш CONTENTS (目次 ) 
OVERALL ASSEMBLY (#84852) ............................................... 1 
ELECTRICAL PARTS (電気 部 品 ) ............. T— 3,4 


Notes DESTINATION ABBREVIATIONS 
: Japanese model A : Australian model 
: U.S.A. model E 
: Canadian model D : German model 
B 
| 


・ European model 


・ British model 


・ Indonesian model 


: General model 
: South African model 
: North European model 


* The numbers with “pc.” or “pcs” in “Description” show quantities for each unit. 
* The parts with "--" in "Part No." are not available as spare parts. 


・ 部 品 価格 ラン ク は 、 変 更に な る こと が あり ます 。 
・Description 欄 に “pc.” また は "pes" を 付け て 記し た 数 字 は 、 使 用 個数 で す 。 
・ 部 品 No. が "--" の 部 品 は 、 サ ービス 用 部 品 と し て 準備 され て いま せん 。 
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Ш OVERALL ASSEMBLY ( 総 組立 ) 


€ “4 


AN 
@ 
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пеғмо. | PARTNO. [DESCRIPTION —  — | 
-- — | OVERALL ASSEMBLY SAMPLING UNIT 
VT928000 | 


Top Cover 
VT928100 | Bottom Cover 
ҮТ928200 


Battery Соуег 


A4 
7 | | kr 


EP620120 | Bind | XD MFZNZBL | Ti AA Pe peo dct UE 
* VT928300 | LCD Cover | し C D カ パー 

VS608600 | Battery Holder IN リー ボル ダー 

VK358300 | Spring Terminal (A) Ен バ ж А 

ЕР620120 | Bind Head Tapping Screw-P 2.6Х8 MFZN2BL キバ パイ ンド P タ イト 
: MELLE S i ae КУЫ аланда —€— Г 二 
* VU032000 | LCD LCD9214R1 カス タム 液晶 ディ スプ レイ 

Ү5555800 | Rubber Connector SG Sy ヨネ フタ ター 
* NX816850 | Circuit Board DMP1/2 DMP1 プ 2 シー ト (У002500) 
ж NX816860 | Circuit Board DMP2/2 DMP2/ プ 2 シー ト (VU02S00) 
ж VU021300 | Shield Sheet シー ルド シー + 


.езенанеянтеч физтиоотанччтатачачтефааевееоеиегоегезевееяеезеоееееетевеевеяятаттазтитааланаа«ттееиебфиявтееететеаттитатицаоооетвеаниянчнианциинтанникчиеедениоиничтеттитениоачанананиасеееванеавчиеетофееттейнтьтетефаеенасасатаваечачочееееееева«еевофетеееавь» 


ЕР620170 
ҮТ928500 
VU033000 
CB550900 


Bind Head Tapping Screw-P 2.6X6 MFZN2Y 
Angle Bracket 
Touch Sensor 


Adhesive Tape 


SMD01 (10KB) 
570F 30m W=10 


г 6 vr < + 
ミエ ルト モー 


ж |. VU399600 
VH214900 | Battery 2 SUM-3N(4S)NE.AB 
= Optical Disk SU10 YAMAHA 12CM (XR477A0) 
== Optical Disk SU10T&S 12СМ (XR478A0) 


«srvappuavpavv(deoneovronvveónucenvonut)peveénevutuéeustttunttudO0000o708490900005424904000000900G 2909900097 409509000040990040^0500425009099090902099 JECTUTO ODD*^ 2200099099009 904G9 99999" 92 PO N90 9O ^ 9UGO VOS» UG Te Da s)eaaesoso0soveasuosooveO9eoo*eouueanuanecoonanpuovosgeapoceonenv 
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Ш ELECTRICAL PARTS (電気 部 品 ) 


品 
气 


ELECTRICAL PARTS = 部 I 
NX816850 | Circuit Board DMP1/2 DMP1 プ 2 シー ト (XR108B0) 
NX816860 | Circuit Board DMP2/2 DMP2 プ 2 シー ト (XR108B0) 
UB012330 | Monolithic Ceramic Cap. B 330P 50V K チッ プ 積 層 セ ラコ ン | 
UBO19100 | Monolithic Ceramic Cap. |. В 1000P SOV K 1 人 
UB013330 | Monolithic Ceramic Cap B 3300P 50V K チッ プ 積 層 セ ラコ ン 
UB051150 | Monolithic Ceramic Cap. SL 15P 50V J Fy TRB DAY 
UB051560 | Monolithic Ceramic Cap. SL 56P 50V J Fy Z38 8 t GAY 
UB052100 | Monolithic Ceramic Cap. SL 100P 50V J + x Z3 8 ++ > a > 
18052470 | Monolithic Ceramic Cap. | LOUP ИИК г ii 
UB052560 | Monolithic Ceramic Cap. Fy Z3R M t DAY 
UB044100 | Monolithic Ceramic Cap. F 0.010 50V Z チッ プ 積 層 セ ラコ ン 
UB245100 | Monolithic Ceramic Cap. F 0.100 25VZ チッ プ 積 層 セ ラコ ン | 
ーー ーー Monolithic Ceramic Cap. F 0.330 16VZ チッ プ 積 層 セ ラコ ン (UB44533) 
Ub445470 | Monolithic Ceramic Cap. || F04016 2 | ei 
\ 0686200 | Monolithic Ceramic Cap. チッ プ 積 層 セ ラコ ン 
U[537100 | Electrolytic Cap. 10.00 16.0V ケ ミ コ ン 
01537470 | Electrolytic Cap. 47.00 16.0V ケ ミ コ ン 
01538100 | Electrolytic Cap. 100.00 16.0V ケ ミ a > 
11566100 | Electrolytic Cap. ^ ^ | 00 SUUM conus: CAN тата Ет М тт т 
(15663301 Electrolytic Cap. 3.30 50.0V 7 ミ z ン 
U1566470 | Electrolytic Cap. 4.70 50.0V 7 ミ а ン 
V1254700 | Electrolytic Cap. 470.00 16.0V 7 ミ a ン 
VL452700 | Electrolytic Cap. 330.00 25.0V 7 ミ コ ン 
VRZ43700 | Chip Inductance | 56U LEM2520 T 560] | жу 7 00 а] 01 
Chip Inductance コイ ル 390UH 
Carbon Resistor (chip) 47.0 1/4 J f y 7 # d 
Carbon Resistor (chip) 100.0 1/4 J Ж vy 2 B т 
Carbon Resistor (chip) 470.0 1/4 J Ж v» 7 Ж Km 
っ に NEN АА наннан і. 
RD250000 チ y プ Ж f 
RDZ54470 | Carbon Resistor (chip) T vy 2 E ñm 
RD254680 | Carbon Resistor (chip) チ v» 2 җ fi 
RD255100 | Carbon Resistor (chip) T y 7 E F| 
80255150 | Carbon Resistor (chip) |150001у |. Se 
RD255220 | Carbon Resistor (chip) f vy 7 Ж f 
RD255270 | Carbon Resistor (chip) f y プ # йй 
RD255330 | Carbon Resistor (chip) f о 7 E d 
RD256100 | Carbon Resistor (chip) f y 7 E fi 
RD256150 | Carbon Resistor (chip) | ASKOA dnd. し 
Carbon Resistor (chip) チ y 7 E т 
RD256330 | Carbon Resistor (chip) f y 7 Е Hh 
RD256470 [Carbon Resistor (chip) f у 2 E d 
RD256560 | Carbon Resistor (chip) Fo ツチ E A 
RD256820 | Carbon Resistor (chip) | 82K04J ^ н ANAN жш ERU 
RD257100 f v 7 E f 
RD257150 | Carbon Resistor (chip) f » 7 FE dA 
RD257270 | Carbon Resistor (chip) f {v 7 d d 
RD257330 | Carbon Resistor (chip) f vy 7 ЖЕ F 
К0257470 | Carbon Resistor (chip) ^ "| 470K0.1J  ' GM qe m — ña] O Ll 
RD257910 | Carbon Resistor (chip) f v 2 RE f 
RD258100 | Carbon Resistor (chip) 100.0K 0.1 J Ж = プ Ж d 
RD258220 | Carbon Resistor (chip) 220.0K 0.1 J f у 7 # d 
VI194900 1.0K 1/10 D Fv 7 & ik iE m 
V1196000 | Metal Film Resistor (chip) — SD Ды OS Тал S A X Ro ELE 
VC739700 酸化 金属 被膜 抵 折 
VM506100 | Resistor Array EXB-V8V103JV E л 7 L 4 
VM506400 | Resistor Array EXB-V8V680JV E m ア v 4 
VM811600 | Resistor Array EXB-V8V473JV к 抗 ア L 4 
XF291A00 | IC UPC4S70G2  .. ee COR AME, 22 
[ C | OP AMP 
М./М4556АМТ1 | C IOP AMP 
PST572CMT-R | C | RESET 
PQ1CZ1T | С | DC/DC CONVERTER 
SN74HC14NSR | C | INVERTER u 
| С | AND 
LC7985ND ! C | LCD CONTROLLER 
TC7W04F | C | INVERTER 
TC7W14F ! C | INVETER 
; TC74VHC32F-TEL | C | OR 
* New Parts (新規 部 品 ) | 22/2: Japan only 
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XR339A00 
X0375A00 
Х0032А00 
ХК341800 
XR338A00 


VN990400 
VI435500 
VJ207400 
VU033500 
VS739900 


VK025300 
VK025600 


VD542700 


| V1573400 


VP276500 
VJ927200 
VH481100 


VB797600 
V0282500 
VS201100 
VN956800 
V1899400 
VJ150900 
VG181900 


К 
IC 
IC 
IC 


Slide Switch 

Phone Jack 

DC-IN Connector 
Phone Jack 

DIN Connector 
Connector 

Wire Trap 

Wire Trap 
Connector, FFC 
LC Filter 

LC Filter 

Quartz Crystal Unit 
Slide Variable Resistor 
Transistor 
Transistor 


Diode 
Diode 
Diode 
Diode Array 


Diode Array 

Zener Diode 

Photo Coupler 
Connector Assembly 
Connector Assembly 


Connector Assembly 
Connector Assembly 
Spring Terminal 

Connector Assembly 
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TC9246F-TEL 
HD6413002FP16 
LC321664AM-80-TRM 
241V100 

CS4231A-KL 


SSSF 12302A 
YKB21-5130 MINI . 
16V DC 3A HEC2305 
HSJ0942-01-1110 

SP TCS5076- 


52147-15P TE 
52147- 9P TE 
52147-12P TE 
FM- 5P SE 
DSS306-93F223Z1 ` 
SH-302 

16M AT49 
C10Kx2 RS15H12AD 
2SA1162 OY 


2SC3326 А,В TE85R 
RLS-73 

MA/37 

D1F60 

DAN217 0.3A X2 


DAN202K ОЗА X2 
RLZJ 10B 10.0V 
PC-900V 

SW 12Р 

ANG 9P 

[CD 15P 
BATTERY (+) RE 
(B) 

BATTERY (-) BL 
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serve. | PARTNO. [DESCRIPTION m — 1 saRks T 


AUDIO CODEC 


POWER switch 
LINE IN,OUT,MIC 


DC IN 
PHONES 


MIDI IN,OUT 


(VU03360) 


(VT76310) 
(VT76330) 


(VT76340) 
(VS55030) 


(VS55040) 
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